WYBRANE REFERENCJE

NOXYDE - EUROPA /| AMERYKA

1993-1997

GREAT BUILD BRIDGE - DANMARK

TRAIN BRIDGE

VILSUND BRIDGE

ELISABETH BRIDGE - HUNGARY

LIBERTY BRIDGE

LA TUQUE BRIDGE - CANADA

PIERRE LAPORTE BRIDGE

BARRAUTE BRIDGE

TAPPAN ZEE BRIDGE - USA

TRIBORO BRIDGE

WHITESTONE BRIDGE

VERRAZANO BRIDGE

BEAR MOUNTAIN BRIDGE OVER HUDSON RIVER
NEWBURGH BEACON BRIDGE

CLEVELAND REGIONAL TRANSIT AUTHORITY
MASSACHUSETTS HIGHWAY DEPARTMENT
WYOMING DOT

MARYLAND STATE HIGHWAY ADMINISTRATION
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GREAT BUILD BRIDGE (1996)

STOREBELTSBROEN - DANMARK
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TRAIN-BRIDGE (1996)

MASNEDZBROEN - DANMARK
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(1995)

VILSUND - BRIDGE

VILSUNDBROEN - DANMARK




ELISABETH BRIDGE (1997)

BUDAPEST - HUNGARY













LIBERTY BRIDGE (1995)

BUDAPEST - HUNGARY
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LA TUQUE BRIDGE (1996)

QUEBEC - CANADA
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PIERRE LAPORTE BRIDGE (1996)

QUEBEC - CANADA




BARRAUTE BRIDGE (1996)

QUEBEC - CANADA
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TAPPAN ZEE BRIDGE

TARRYTOWN (NEW YORK) - AMERICA

25,000 sq/ft treated with Noxyde and Pegarust
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TRIBORO BRIDGE (1994-1995)

NEW YORK - AMERICA

NOXYDE USED ON ALL CABLE BUNDLE
WATERPROOFING STARTING FALL 1994 AND CONTINUING INTO 1995
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WHITESTONE BRIDGE (1996)

NEW YORK - AMERICA

TREATMENT OF CABLES WITH NOXYDE AND GALVAPRIM
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VERRAZANO BRIDGE (1996)

NEW YORK - AMERICA

50.000 m? treated with Noxyde in 1996
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BEAR MOUNTAIN BRIDGE (1993)
OVER HUDSON RIVER

NEW YORK - AMERICA
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NOXYDE USED ON ALL CABLE BUNDLE IN 1993
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NEWBURGH BEACON BRIDGE (1993)

NEW YORK - AMERICA

THIS BRIDGE STARTED TO BE TREATED IN 1993 WITH NOXYDE
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CLEVELAND REGIONAL TRANSIT AUTHORITY

Bridge coated in 1994 using Noxyde approx 8,500 sg/ft
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MASSACHUSETTS HIGHWAY DEPARTMENT

4 bridges completed in fall of 1994 coated with Noxyde
Total area of all 4 bridges was approx 85,000 sq/ft













WYOMING DOT

Coated the interior and exterior of guardrails
on 4 bridges with Noxyde in 1994
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MARYLAND STATE HIGHWAY ADMINISTRATION
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Westport, Maryland - bridge coated with Noxyde
completed June 97 - 12,000 sqg/ft
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MARYLAND STATE HIGHWAY ADMINISTRATION

Rt 40 & 1695 overpass - coated with Noxyde and Pegacryl
Completed 10-97 - 65,000 sqg/ft
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